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1. Introduction

SeaStar is supporting software for the DST Logic pitch & roll temperature, depth
and pitch & roll recording Data Storage Tag. The ‘logic’ feature only stores
measurements when under a pre-determined pressure/depth.

SeaStar can run under Win98, Win 2000, WinXP and WinNT. This manual takes you
step-by-step through the program installation, hardware connections and use of the
SeaStar Program.

This manual guides the users of DST Logic pitch & roll through the operation of the
recorder. Setting the operating parameters as well as data retrieval requires access to

a PC computer with a standard RS-232C serial interface or USB.

The users of SeaStar get free updates of the software. Updates of SeaStar are
available for free download at:

http://www.star-oddi.com/Online-Support/Software-updates/.

Please note that the downloaded file has to be installed into the existing SeaStar
folder. The update alone is not a complete program and therefore will not work like
that. Follow the instructions on the update website for correct installation.

DST Logic pitch & roll is a compact microprocessor-controlled temperature, depth
and pitch & roll recorder with electronics housed in a waterproof housing.

The sensors are located in the cup as shown on the diagram below.

/ 9 Pressure (depth) sensor

<

L

Pitch

Temperature sensor

Figure 1.1 DST Sensors

It is extremely important that the area where the pressure sensor membrane is located
is kept free from other materials to be pressed against it. This is to allow free flow of
water/liquid to the sensor.

@Star-Oddi 2010. All Rights Reserved Page 5


http://www.star-oddi.com/Online-Support/Software-updates/

User Manual SeaStar Graphic Supporting Software

1.1 Install

The installation program is on the SeaStar CD. Insert the CD into your compact disc
drive. To install the program, follow the automatic InstallShield Wizard.

Follow the instructions on the screen. You will be prompted for a directory name for
your SeaStar program.

1.2 Uninstall

To uninstall the program, do the following:

1. Click on the Start button in Windows.

2. Go to Settings and Control Panel.

3. Choose Add/Remove Programs.

4. Choose SeaStar and click on Change/Remove, and ‘Yes to all'.
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2. Preparation

This chapter describes preparations that should be carried out before connecting to
the recorder.

Start SeaStar and the following window appears:

Figure 2.1 SeaStar Main Window

2.1 Select Recorder Type

SeaStar is compatible with other Star-Oddi instruments. A recorder type must be
selected before connecting to the recorder. The default setting in the software is set
to Starmon mini as a recorder type. Change the recorder type to your type of DST by
doing the following:

1. Choose the File menu and the New Recorder Type command.
2. Select the appropriate DST Logic P&R as a recorder type.
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